




<Notes to editors> 

>Ì

ETProduct Outline 

1H
PROTOCO2L >Ì(Controlled medical device, Controlled medical device requiring special maintenance, 
Installed controlled medical device) >Ì

>ÌDimensions >Ì 266×254×140 (mm) 

>ÌWeight Approx. 4.4kg 

Power-supply voltage > Ì > Ì 100V-240V 

Frequency >Ì 50/60 Hz 

Power consumption >Ì 25W 

Manufactured and marketed by: >ÌEIDIA Co., Ltd.  Co-promo ted by: Eisai Co., Ltd. 

> Ì > Ì > Ì
H�Accessories (PROTOCO2L System Rolling Cart) >Ì

Dimensions 430×480×870 (mm) 

Weight Approx. 27.5kg 

>Ì
2. PROTOCO2L Catheter Set (Controlled medical device) 

Units per package 24 disposable tubes per box 

Manufactured and marketed by: >ÌEIDIA Co., Ltd.  Co-pro moted by: Eisai Co., Ltd. >Ì

>Ì
>Ì

ETScreening characteristics  (features of CT Colonography testing) > Ì > Ì

1. This screening procedure is expected  to enable testing in those people wh o have difficulty with the insertion 
of colonoscopes.  

2. It is expected to be less painful than conventional colonoscopies. 
3. This test reportedly lowers the risk  of colorectal perforation and bleeding. 
>Ì

ETGlossary of Terms 

1. Colorectal cancer >Ì

Colorectal cancer is a malignant tumor that forms in the large intestine. In Japan, it is the third leading 
cause of cancer-related deaths in men, and the number  one cause of cancer-related deaths in women. For 
women in particular, it is the most common site causing death in terms of mortality rate and number of 
deaths. Among all types of cancers, however, early 
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